	                    MATERIAL SAFETY DATA SHEET

MANUFACTURERS PART NO:  DE-3

PRODUCT:  DOOR-EASE STICK LUBRICANT

NFPA RATING:                                HMIS RATING:

HEALTH:                                     HEALTH:

FLAMMABILITY:                               FLAMMABILITY:

REACTIVITY:                                 REACTIVITY:

SPECIAL:                                    PERSONAL PROT:

                             ******SECTION I*****

MANUFACTURER'S NAME:        AGS COMPANY (AMERICAN GREASE STICK CO.)

MANUFACTURER'S ADDRESS:     2651 HOYT ST.

CITY, STATE, ZIP:           MUSKEGON HTS., MI 4944

EMERGENCY TELEPHONE NUMBER: 800-255-3924 (CHEM-TEL, INC)

DATE PREPARED:              2/18/93

DISTRIBUTORS NAME:          IMPERIAL INC

DISTRIBUTORS ADDRESS:       789 PACKER DRIVE

CITY, STATE, ZIP:           GREEN BAY WI 54304

INFORMATION PHONE NUMBER:   800-558-2808

DISTRIBUTORS PART NUMBER:   7600

             ***SECTION II: HAZARDOUS INGREDIENTS/IDENTITY INFO***

HAZARDOUS COMPONENTS:

INGREDIENTS               CAS#        WEIGHT %      TLV

-------------------------------------------------------------------------

PARRAFIN WAX            64742-51-4     30-45       2 CU. M (FUME)

PETROLEUM OIL*          NOT ASSIGND.   30-45       5 CU. M (MIST)

MICROCRYSTALLINE WAX    NOT ASSIGND.   15-20       NOT ASSIGNED

TALLOW                  61790-97-7      5-10       NOT ASSIGNED

CARNAUBA WAX             8015-86-9      1-5        NOT ASSIGNED

POLYETHYLENE             9002-88-4      1-5        NOT ASSIGNED

NAPHTHENIC ACID, ZINC   12001-85-3      1-5        NOT ASSIGNED

NOTE*PETROLEUM OIL IS SEVERELY HYDROTREATED OR SOLVENT REFINED. IT DOES NOT

     REQUIRE LABELING AS A CARCINOGEN.

                    ***PHYSICAL/CHEMICAL CHARACTERISTICS***

BOILING POINT: N/D

SPECIFIC GRAVITY (H20=1): 0.75

VAPOR PRESSURE (MMHG): NEGLIGIBLE

VAPOR DENSITY (AIR=1): N/A

% VOLATILES BY VOLUME OR WEIGHT: NIL

EVAPORATION RATE (BUAC = 1): N/A

SOLUBILITY IN WATER: INSOLUBLE

APPEARANCE AND ODOR: TAX WAXY SOLID WITH BLAND PETROLEUM ODOR.

                  ***SECTION IV: FIRE AND EXPLOSION HAZARD DATA***

FLASH POINT (METHOD USED): 380 F COC

AUTOIGNITION TEMP:

FLAMMABLE LIMITS:

LEL: N/D

UEL: N/D

EXTINGUISHING MEDIA: DRY CHEMICAL, FOAM, CARBON DIOXIDE OR WATER FOG.

SPECIAL FIRE FIGHTING PROCEDURES: WEAR SELF CONTAINED BREATHING APPARATUS. WATER

FOG MAY BE USED TO MINIMIZE VAPORS IN AIR.

UNUSUAL FIRE AND EXPLOSION HAZARDS: NONE

                       ***SECTION V: REACTIVITY DATA***

STABILITY: STABLE

CONDITIONS TO AVOID:

INCOMPATIBILITY (MATERIALS TO AVOID): STRONG OXIDIZERS.

HAZARDOUS DECOMPOSITION OR BY PRODUCTS: OXIDES OF CARBON AND ZINC

HAZARDOUS POLYMERIZATION:

CONDITIONS TO AVOID:

                     ***SECTION VI: HEALTH HAZARD DATA***

ROUTES OF ENTRY: EYE, SKIN, INHALATION,

HEALTH HAZARDS (ACUTE AND CHRONIC):

EYES: MAY CAUSE PAIN AND IRRITATION.

SKIN: IN MOLTEN STATE, MAY CAUSE SEVERE BURNS.

INHALATION: ASPIRATION OR INHALATION OF FUMES OR MIST MAY CAUSE RESPIRATORY

PROBLEMS.

CARCINOGENICITY: YES

SIGNS AND SYMPTOMS OF EXPOSURE:

EYES - MAY CAUSE IRRITATION.

SKIN - IN MOLTEN STATE MAY CAUSE SEVERE BURNS.

INGESTION - NOT KNOWN

INHALATION - ASPIRATION OR INHALATION OF FUMES OR MIST MAY CAUSE RESPIRATORY

PROBLEMS.

MEDICAL CONDITIONS GENERALLY AGGRAVATED BY EXPOSURE: NONE

EMERGENCY AND FIRST AID PROCEDURES:

EYES: FLUSH EYES WITH WATER FOR AT LEAST 15 MINUTES. CONSULT A PHYSICIAN.

SKIN: WASH WITH SOAP AND WATER. GET MEDICAL ATTENTION IF ADVERSE EFFECTS ARISE.

INGESTION: DO NOT INDUCE VOMITING. CONSULT A PHYSICIAN.

INHALATION: REMOVE TO FRESH AIR. ADMINISTER ARTIFICIAL RESPIRATION AS NEEDED.

           ***SECTION VII: PRECAUTIONS FOR SAFE HANDLING AND USE***

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED: DIKE AREA TO CONTAIN

PRODUCT SPILL. ALLOW TO COOL, SCRAPE MATERIAL UP AND PLACE IN CONTAINER FOR

DISPOSAL.

WASTE DISPOSAL METHOD: REMOVAL BY AN APPROVED, LICENSED WASTE HAULER.

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING:

OTHER PRECAUTIONS:

                     ***SECTION VIII: CONTROL MEASURES***

RESPIRATORY PROTECTION (SPECIFY TYPE): YES

VENTILATION: LOCAL EXHAUST WHEN USING PRODUCT IN MOLTEN STATE.

PROTECTIVE GLOVES: YES

EYE PROTECTION: YES

OTHER PROTECTIVE CLOTHING OR EQUIPMENT: EYE WASH IN WORK AREA.

WORK/HYGIENIC PRACTICES:

                    ***SECTION IX: SHIPPING REGULATIONS***

UN/NA NUMBER:

DOT HAZARD CLASS:

SHIPPING LABEL:

SHIPPING NAME:

                       ***SECTION X: SPECIAL COMMENTS***

THIS INFORMATION IS BELIEVED TO BE ACCURATE AND REPRESENTS THE BEST

INFORMATION CURRENTLY AVAILABLE TO US. HOWEVER, WE MAKE NO WARRANTY OF

MERCHANTABILITY OR ANY OTHER WARRANTY, EXPRESSED OR IMPLIED, WITH RESPECT TO

SUCH INFORMATION, AND WE ASSUME NO LIABILITY RESULTING FROM ITS USE. USERS

SHOULD MAKE THEIR OWN INVESTIGATION TO DETERMINE THE SUITABILITY OF THE

INFORMATION FOR THEIR PARTICULAR PURPOSES.




The information contained in this MSDS was obtained from current and reliable sources, however, the data is provided without any warrenty, expressed or implied, regarding its correctness or accuracy. Since the conditions or handling, storage and disposal of this product are beyond the control of Imperial, Inc, Imperial will not be responsible for loss, injury, or expense arising out of the products improper use. No warranty, expressed or inferred, regarding the product described in this MSDS shall be created or inferred by any statement in this MSDS. Various government agencies may have specific regulations regarding the transportation, handling, storage, use, or disposal of this product which may not be covered by this MSDS. The user is responsible for full compliance.
